
The Magner 175VF continues to push the boundaries 
of technology, using the latest detection sensors, 
programming, and customer input. These fine aspects are 
modeled into our finest creation for easy user operation, 
accuracy, and profitability with efficient high speed 
counting.

SPECIFICATIONS:

FEATURES:
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www.magnerinternational.com

Characteristics: Description:

Applicable Currencies: 10 Maximum

Speed: Count & value: 1,300 Notes/min

Hopper Capacity: 500 Notes 

Stacker Capacity: 250 Notes

Reject Capacity: 100 Notes

Feed System: Friction Roller

Display: 4.3 inch color graphic LCD  
 with manual buttons

Characteristics: Description:

Counterfeit Detection: 2 RGB CIS (Contact Image Sensor), IR (Infrared), UV (Ultraviolet), MG (Magnetic) 

Note Sorting: Orientation, Face, Denomination

Serial Number Recognition: Up to 1,000 Notes/min

Display: Multi-Language Support

Connectivity: LAN (Ethernet), RS232 Serial Port (Thermal Printing), USB Port (Upgrading, PC)

Includes: Auto Currency, Multicurrency, Check Scanning

Characteristics: Description:

Denomination Detection: 2 RGB CIS  
 (Contact Image Sensor)

Thickness of Currencies: 0.08-0.12mm

Size of Currencies: W: 100-186mm, H: 60-95mm

Dimensions: 300(W) x 321(D) x 310(H)mm

Weight: 15.7kg

Power Supply: 100/240V, 50/60Hz

Power Consumption: 144W

MODEL
175VF
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